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DUPLEX GFCI OUTLET IN NEMA

APPROVED WEATHER AND

WATERPROOF BOX W/ SCREW ON COVER

KEY OPERATED ON/OFF SWITCH IN NEMA

APPROVED WEATHER AND WATERPROOF

BOX WITH SCREW ON COVER

120 VOLT SERVICE LINE AND

GROUND WIRE IN CONDUIT PER

UEC AND LOCAL CODE

EXTEND #6 SOLID COPPER GROUND

WIRE TO COPPER COATED GROUND

ROD AND POWER WELD TO ROD

STAINLESS STEEL PIPE CLAMPS-

SCREW TO WALL AT 18" ON

CENTER.

IRRIGATION CONTROL AND

COMMON WIRE BUNDLE.

RIGID STEEL ELECTRICAL

CONDUIT FOR IRRIGATION WIRING

- SIZE TO ACCEPT ALL WIRES IN

LOOSE MANNER.

FINISH GRADE

IRRIGATION WIRES IN CONDUIT TO

REMOTE CONTROL VALVES

5/8" DIAMETER COPPER COATED

GROUND ROD - 8' LENGTH

NOTES:

1.   IRRIGATION CONTROLLER AND ENCLOSURE TO BE AS SPECIFIED ON

      PLANS. CONTROLLER AND ENCLOSURE  SHALL BE DESIGNED AND

      MANUFACTURED FOR USE TOGETHER.

2.   ALL WIRING AND CONDUIT WORK SHALL BE PER LOCAL AND UNIFORM

      ELECTRICAL CODE.

3.   INSTALL CONTROLLER AND ENCLOSURE LEVEL AND CONDUITS PLUMB.

      PAINT CONTROLL, CONDUITS, CLAMPS AND BOXES TO MATCH WALL COLOR.
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120 VAC TERMINAL BOX

RADIO REMOTE STICK ANTENNA

(OPTIONAL)

RIGID CONDUIT FOR CONTROL

WIRES

CALSENSE TPB BOX INSTALLED

W/ CALSENSE TP-1 TRANSIENT

PROTECTION BOARD

WALL MOUNTED

  PARK STANDARD DETAILS
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